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All stand construction and decorative materials must be at
least classified as flame-retardant class B1 in accordance with
DIN 4102 and/or class C s2 d2 in accordance with EN 13501-1.

/E Stricter requirements apply in particular for materials

- that are used overhead or ceiling structures: they must not
only be flame-retardant, but also must not drip while burning. This
/E corresponds to class C s2 dO in accordance with EN 13501-1.
- for floor coverings, class C fl s1 is required.

For safety reasons, special requirements may be imposed for
load bearing structural components in individual cases.

E/ A copy of proof must be available on site at your stand.

EM /"

Stand dimensions, construction heights and stand design

must primarily be checked and approved by the organiser,
Frankfurt Bookfair.

7. PANEL PODEOGOWY:
Dab Bielony Swiss Krono
8. ROSLINY:

Greenwall

9.LOGOTYP:

Wydruk na PVC
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ELEWACIJA TYLNA - WIDOK

Wononsbi, & Bzonia

2000
1040 O 40 390 40 180 290
[=3 (=3
220 158
0 == == Ty
98 L) e | g%
m =l y——100—) e 100—)
- 40 160 40 160 40 160 40 160 40 160 4020+ 40 390 40 180 40 210 40
2000
ELEWACIJA TYLNA - SIATKA 1xIm
2000
——100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 —
! !
e e
8 8
w0 el
(=] o
< <
8 8
8 8
——100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 100 —
2000
INSTYTUT KSIAZKI - FRANKFURTER BUCHMESSE 2023 - ELEWACJA TYLNA 07




INSTYTUT KSIAZKI - FRANKFURTER BUCHMES|

All stand construction and decorative materials must be at
least classified as flame-retardant class B1 in accordance with
DIN 4102 and/or class C s2 d2 in accordance with EN 13501-1.

Stricter requirements apply in particular for materials

- that are used overhead or ceiling structures: they must not
only be flame-retardant, but also must not drip while burning. This
corresponds to class C s2 dO in accordance with EN 13501-1.
- for floor coverings, class C fl sl is required.

For safety reasons, special requirements may be imposed for

Wononsbi, & Bzonia

load bearing structural components in individual cases.

A copy of proof must be available on site at your stand.
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Wononsbi, & Bzonia

All sort of plants as well deciduous and coniferous trees may only be used
with root bale and if the root bales are being kept moist at all times.
Artificial plants may not be used unless they comply with the following
requirements: according to DIN 4102 at least B1 or DIN EN 135011 at
least class C s2 d2 and must be certified as a flame retardant building
product by the manufacturer from a certification/ testing laboratory.(after-
wards impregnation of artificial plants is not acceptable in any respect).
Stricter requirements apply in particular for materials that are used
overhead or ceiling structures. They must not only be flame-retardant,
but also must not drip while burning. This corresponds to class C s2 d0 in
accordance with EN 13501-1.

A copy of proof must be available on site at your stand.

Messe Frankfurt Venue GmbH
Technical Project Management Fairs

i.A. Ralf Fruhauf 23.08.2023
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